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TRANSCEIVER CAPABLE OF IQ
MISMATCH COMPENSATION ON THE FLY
AND METHOD THEREOF

CROSS REFERENCE TO RELATED
APPLICATIONS

This Application claims priority of U.S. Provisional
Application No. 61/475,465, filed on Apr. 14, 2011, and the
entirety of which is incorporated by reference herein.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to IQ mismatch compensa-
tion, and in particular relates to a transceiver capable of 1Q
mismatch compensation on the fly and a method thereof.

2. Description of the Related Art

Wireless communication devices are commonly deployed
in wireless communication systems to provide communica-
tion services such as voice, multimedia, data, broadcast, and
messaging services. In a conventional wireless communica-
tion device such as a mobile phone, a digital baseband
circuit block provides a data stream of complex, digital
baseband data to a transmitter, where the transmitted base-
band data are often carried on an orthogonal transmitter
signal represented by real components and imaginary com-
ponents, or, in-phase (I) and quadrature (Q) components. In
the transmitter, the real component and the imaginary com-
ponent of the transmitter signal are processed along a
real-component circuit path and the imaginary component is
processed along an imaginary-component circuit path, par-
allel to each other. The digital and analog signal processing
along the real-component and the imaginary-component
circuit paths are all in parallel, and may include multiplex-
ing, filtering, power control, and up-sampling processes, and
so on. The parallel signal processed transmitter signal is
modulated to produce an analog radio frequency (RF) signal
to be amplified and radiated onto the air interface from an
antenna, providing communication data exchange with a
base station of the communication system.

Ideally, the real and imaginary components are processed
along parallel circuit paths in the transmitter, and the circuit
elements along one path are perfectly identical, or
“matched”, with corresponding circuit elements along the
other parallel channel. However, the corresponding circuit
elements along the real and imaginary circuit paths often
have slight or relatively significant differences from each
other due to manufacturing process variations and geometri-
cal layout differences, resulting in non-negligible amplitude
differences (“IQ gain mismatch”) and phase differences (“I1Q
phase mismatch”) between the real and imaginary compo-
nents that are processed along the parallel paths. The non-
negligible 1Q gain and phase mismatch may result in unac-
ceptable degraded signal quality.

Typically, IQ mismatch compensation is deployed in the
communication device to compensate for the IQ mismatch
to increase the signal quality upon system startup or during
a factory test. However, the system environment of the
wireless communication device such as temperature changes
during normal operation, lead to a change in the 1Q mis-
match in the device. Thus, devices capable of IQ mismatch
compensation on the fly and methods thereof are in need, to
accurately account for the IQ imbalance in the device when
under normal operation.

BRIEF SUMMARY OF THE INVENTION

A detailed description is given in the following embodi-
ments with reference to the accompanying drawings.
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An embodiment of a transceiver capable of 1Q mismatch
compensation is disclosed, comprising a transmitter circuit
and a loop-back circuit. The transmitter circuit is configured
to up-convert a modulation signal on the fly to generate a
first RF signal. The loop-back circuit is configured to
down-convert the first RF signal, and then digitize the
down-converted signal to determine a first IQ mismatch
parameter based on a first statistical measure of the digitized
down-converted RF signal. The transmitter circuit is further
configured to compensate for first 1Q mismatch in the
transmitter circuit according to the first IQ mismatch param-
eter to generate an 1Q compensated modulation signal.

Another embodiment of a compensation method is pro-
vided, performed by a transceiver to compensate for 1Q
mismatch thereof, comprising up-converting a modulation
signal on the fly to generate a first RF signal; down-
converting and digitizing the first RF signal; determining a
first 1Q mismatch parameter based on a first statistical
measure of the digitized down-converted first RF signal; and
compensating for first IQ mismatch in the transmitter circuit
on the fly according to the first IQ mismatch parameter to
generate an 1Q compensated modulation signal.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention can be more fully understood by
reading the subsequent detailed description and examples
with references made to the accompanying drawings,
wherein:

FIG. 1 is a block diagram of an exemplary transceiver 1
for a zero IF architecture according to an embodiment of the
invention.

FIG. 2A is a block diagram of an exemplary 1Q mismatch
compensator 2 according to an embodiment of the invention.

FIGS. 2B and 2C show frequency spectrum diagrams
indicating signal components on the I-path and Q-path of the
1Q mismatch compensator 2.

FIG. 2D is a flowchart of a transmitter 1Q calibration
algorithm according to an embodiment of the invention.

FIGS. 3A and 3B are frequency spectrum diagrams indi-
cating signal components before and after 1Q mismatch
compensation.

FIG. 4 is a block diagram of an exemplary 1Q mismatch
compensator 4 according to another embodiment of the
invention.

FIG. 5 is a flowchart of an exemplary 1Q mismatch
compensation method 5 according to an embodiment of the
invention.

FIG. 6 is a flowchart of an exemplary 1Q mismatch
compensation method 6 for a receiver according to an
embodiment of the invention.

FIG. 7 is a flowchart of an exemplary 1Q mismatch
compensation method 7 for a transmitter according to an
embodiment of the invention.

FIG. 8 is a flowchart of an exemplary scale factor com-
pensation method 8 for a transceiver according to an
embodiment of the invention.

FIG. 9A is a block diagram of an exemplary transceiver
9 for a low-IF architecture according to another embodiment
of the invention.

FIG. 9B is a flowchart of a joint TX/RX IQ calibration
algorithm A9 according to an embodiment of the invention.

FIGS. 10A, 10B, and 10C are frequency spectrum dia-
grams indicating signal components at different stages of the
joint TX/RX IQ calibration algorithm A9 according to the
invention.
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FIG. 11 is a flowchart of an exemplary joint TX/RX IQ
mismatch compensation method 11 according to another
embodiment of the invention.

FIG. 12 is a flowchart of an exemplary joint IQ mismatch
compensation method 12 according to another embodiment
of the invention.

FIG. 13 is a block diagram of an exemplary transceiver 13
for a low-IF architecture according to another embodiment
of the invention.

FIG. 14 is a flowchart of an exemplary 1Q mismatch
compensation method 14 incorporated in low-IF architec-
ture according to another embodiment of the invention.

DETAILED DESCRIPTION OF THE
INVENTION

The following description is of the best-contemplated
mode of carrying out the invention. This description is made
for the purpose of illustrating the general principles of the
invention and should not be taken in a limiting sense. The
scope of the invention is best determined by reference to the
appended claims.

FIG. 1 is a block diagram of an exemplary transceiver 1
for a zero IF (direct conversion) architecture according to an
embodiment of the invention. The transceiver 1 may be
implemented in a communication device in time division
duplexing (TDD) communication system, including a
Worldwide Interoperability for Microwave Access (Wi-
MAX), WiFi, bluetooth, Time Division Synchronous Code
Division Multiple Access (TD-SCDMA), or TD-SCDMA
Long Term Evolution (TD-LTE) system. In the TDD com-
munication system, the communication devices communi-
cate to one another through uplink and downlink commu-
nications at different times, and typically deploy
asymmetrical uplink and downlink data rates. The commu-
nication device may be a base station, an access point, a
hand-held cellular phone, a laptop computer equipped with
a wireless adapter, or any device capable of wireless com-
munication. The transceiver 1 is capable of detecting and
compensating for IQ mismatch in a transmitter path in the
transmitter 1, and comprises a transmitter 10 and a receiver
12 (loop-back circuit) coupled thereto, a first local oscillator
14 and a second local oscillator 16, and an attenuator 18.
During transmission, the transmitter 10 up-converts a modu-
lated baseband signal x[n] to generate and pass an RF signal
(first RF signal) to an antenna (not shown) for radio trans-
mission. During reception, the antenna receives and passes
a modulated RF signal from an air interface to the receiver
12 for down-conversion to recover a baseband signal for
subsequent digital processing. The first and second local
oscillators supply first and second oscillation signals to the
transmitter 10 and receiver 12 for frequency modulation and
demodulation respectively. The transmitted RF signal
SxF ou 15 looped back to the receiver through the attenuator
18 to detect signal quality of the transmitted signal Sz, ,,,
such as transmitter IQ mismatch. The IQ mismatch com-
prises phase and gain (amplitude) mismatch. The transceiver
1 employs Orthogonal Frequency Division Multiplexing
(OFDM) technology to adapt to severe channel conditions
and provide robust data transmission against any narrow
band co-channel interference, intersymbol interference (ISI)
and fading arising from multipath propagation. In the
OFDM technology, each transmitted signal comprises an
in-phase (I) component and a quadrature (QQ) component,
and the transceiver 1 incorporates circuits or modules to
detect and compensate for 1Q mismatch effects in the
transmitter 10 and receiver 12, thereby increasing signal
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4

quality of the transmitted RF signal and the recovered
baseband signal. In the zero IF architecture, the transmitter
10 up-converts the modulation baseband signal by the first
oscillation signal with a first oscillation frequency that is
substantially identical to a second oscillation frequency of
the second oscillation signal, which is used to down-convert
the RF signal in the receiver 12, i.e., the receiver 12
transforms the received RF signal to the baseband signal
y[n] in a single stage. The first and second oscillation
frequencies are radio frequencies (RF) that may be 900
MHz, 1900 MHz, or 2100 MHz in WCDMA systems, or
may be 900 MHz, 2100 MHz, or 2.6 GHz in LTE systems,
or others depending on the radio access technology (RAT) in
use. The transceiver 1 may utilize a common local oscillator
or two separate local oscillators generating and outputting
the first and second oscillation signals with substantially the
same oscillation frequency to the transmitter 10 and receiver
12 respectively. Although the transceiver in FIG. 1 only
shows one transmitter and one receiver, the transceiver 1
may comprise one or more transmitter and receiver circuitry,
and may comprise separated or integrated transmitter and
receiver circuitry.

Conventionally, the transceiver only performs the IQ
mismatch compensation upon power-on of the communica-
tion device or when the communication device undergoes a
factory calibration test. During the transmission the system
environment of the communication device such as tempera-
ture may change, such that the conventional transceiver is
unable to correct the gain and phase IQ imbalance due to the
change in the system environment under the normal opera-
tion. Consequently the signal quality of the transmitted RF
signal and received baseband signal is degraded. In the
embodiment, the transceiver 1 compensates for the IQ
mismatch on the fly as the communication device is under
the normal operation, so that the IQ imbalance in the
transmitter 10 and the receiver 12 can be corrected as the
system environment changes, which may include a change
in temperature or power supply, thereby increasing signal
quality of the transmitted and received signals in comparison
to the conventional art.

The term “on the fly” refers to performing a particular
type of signal processing without stopping normal operation
of the transceiver 1. The on-the-fly IQ mismatch compen-
sation refers to performing IQ mismatch detection and
compensation to the communication signal without hinder-
ing, interrupting or stopping the normal operation of the
transceiver 1, wherein the normal operation includes circuit
initialization, data transmission, data reception, and every
operation after power-on. In some implementations, the
on-the-fly 1Q compensation involves determining and com-
pensating for the IQ mismatch at a regular time interval
when the transceiver is in operation. In other implementa-
tion, the on-the-fly IQ compensation is carried out whenever
a specific environment condition is met, e.g., the ambient
temperature has changed, while the transceiver is perform-
ing any other normal operation. In any case, the on-the-fly
process is carried out by a number of times after power-on,
without any interruption to the normal process.

The transmitter 10 comprises a transmitter 1Q mismatch
compensator 100, Digital-to-Analog Converters (DACs)
102 and 104, filters 106 and 108, mixers 110 and 112, a 90°
phase shifter 114, an adder 116, and a Power Amplifier (PA)
118. The transmitter 1Q mismatch compensator 100 is
coupled to the DACs 102 and 104, the filters 106 and 108,
the mixers 110 and 112, both coupled to the 90° phase shifter
114 and an adder 116, and subsequently to the PA 118. Under
a normal transmission operation, the transmitter 10 converts
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the baseband modulation signal x[n] from digital to analog
at the DACs 102 and 104 to an analog signal x(t), filters off
unwanted high frequency components in the analog signal
x(t) at the filters 106 and 108, and up-converts the signal x(t)
with the first oscillation signal to generate and output the
transmitted RF signal Sz _,(t) to the antenna for transmis-
sion. The signal path along the DAC 102, the filter 106, and
the mixer 110 is referred to as an I-path of the transmitter 10,
which receives the in-phase x(t) component of the baseband
modulation signal to generate the in-phase component of an
RF signal. The baseband modulation signal x[n] and RF
signal y(t) are orthogonal signals comprising an in-phase
component and a quadrature component. The signal path
along the DAC 104, the filter 108, and the mixer 112 is
referred to as a Q-path of the transmitter 10, which receives
the quadrature component x,(t) of the baseband modulation
signal to generate the quadrature component of the RF
signal. The 90° phase shifter 114 shifts the phase of the first
oscillation signal by 90 degrees to modulate the quadrature
component of the baseband modulation signal. The in-phase
component and the quadrature component of the RF signal
y(t) are combined at the adder 116 and transmitted to the
antenna through the PA 118, which amplifies the RF signal
y(t) according to an allocated power before being transmit-
ted by the antenna. In the embodiment, the filters 106 and
108 may be low-pass filters.

The baseband modulation signal x[n] comprises a prede-
termined data length [, and each data in the baseband
modulation signal is substantially, mutually, and statistically
independent or decorrelated to one another. During the
transmitter IQ calibration on the fly procedure, the trans-
mitter 10 executes the baseband modulation signal x[n] with
a predetermined data length L along the transmission path in
the transmitter 10 to generate the transmitted RF signal
SzF owr and each mutually, and statistically independent
baseband data x[n] undergoes the same set of function of
gain and phase alternation with respect to the in-phase and
quadrature components to produce the transmitted RF signal
SzF 0w Thus, an IQ mismatch detector (in the receiver 12)
is configured to separate an independent data in the trans-
mitted RF signal Spr ., from one another to derive a
compensation parameter P_pp o (first 1Q compensation
parameter), such that when the transmitter 1Q mismatch
compensator 100 corrects the transmitter IQ mismatch using
the compensation parameter P, ., the statistical indepen-
dence of each data in the transmitted RF signal S;r . is
maximized, and the statistical dependence between data in
the signal Sz ,,, is minimized. The transmitter 1Q mis-
match compensator 100 compensates for the transmitter 1Q
mismatch on the fly, so that the transmitter 10 can compen-
sate for the transmitter 1Q mismatch when a system envi-
ronment change is detected in the transmitter 10. The system
environment includes temperature or power supply. In some
implementations, the transmitter 10 employs the modulation
signal x[n] for normal data transmission to determine the
transmitter 1Q mismatch when the normal transmission is
ongoing. In other implementations, the transmitter 10 uti-
lizes a predetermined test modulation signal x[n] for the IQ
mismatch detection. Upon power-on, the oscillation signals
supplied to the transmitter 10 and receiver 12 may be
initialized at different phases, the initial phase difference is
the phase difference between initialized phases of the first
and second oscillation signals. In some implementations, the
transmitter IQ mismatch compensator 100 also compensates
for an initial phase effect.

The direct conversion receiver 12 comprises a Low Noise
Amplifier (LNA) 120, mixers 122 and 124, a 90° phase
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shifter 136, filters 126 and 128, Analog-to-Digital Convert-
ers (ADCs) 130 and 132, and a transmitter 1Q mismatch
detector 134. The LNA 120 is coupled to mixers 122 and
124, both coupled to the 90° phase shifter 136, then to the
filters 126 and 128, the ADCs 130 and 132, and subsequently
to the transmitter IQ mismatch detector 134. The received
RF signal Sz ,, (second RF signal) is directly translated to
baseband, i.e., zero intermediate frequency stage. After the
down-conversion, the DC or 0 Hz frequency {falls in the
middle of the down-converted band. The receiver 12 ampli-
fies the received RF signal by the LNA 120, down-converts
the amplified RF signal with the second oscillation signal by
the mixers 122 and 124, filters off unwanted high frequency
components in the down-converted signal y(t) by the filters
126 and 128, and transforms the signal from analog to digital
by the ADCs 130 and 132 to produce discrete time-domain
baseband signal y[n] for signal processing. The signal path
along the mixer 122, the filter 126, and the ADC 130 is
referred to as an I-path of the receiver 12, which receives the
in-phase Sy ;, At) component of the RF modulation signal
to generate the in-phase component y,[n] of a baseband
signal. The input RF signal S, ,, may be retrieved from air
interface via an antenna (not shown) or from an on-chip
device such as a signal generator or a transmitter front end.
The modulation signal x(t) and RF signal y(t) are orthogonal
signals comprising an in-phase component and a quadrature
component. The signal path along the mixer 124, the filter
128, and the ADC 132 is referred to as a Q-path of the
transmitter 10, which receives the quadrature component
Szr m o) of the RF modulation signal to generate a
quadrature component y 5[n] of the baseband signal. The 90°
phase shifter 136 shifts the phase of the second oscillation
signal by 90 degrees to demodulate the quadrature compo-
nent of the RF signal. The receiver 12 may further comprise
a receiver mismatch detector (not shown) and a receiver
mismatch compensator (not shown) to detect and compen-
sate for receiver 1Q mismatch in the receiver 12. The filters
126 and 128 may be low-pass filters.

The transmitter 1Q mismatch detector 134 detects the
transmitter 1Q mismatch on the fly based on a statistical
measure of signal components in the feedback transmitted
RF signal S;. ., to output the compensation parameter
P omp o (first IQ compensation parameter) to the transmitter
1Q mismatch compensator 100 for the transmitter 1Q mis-
match compensation. The transmitter IQ mismatch detector
134 determines the statistical measure to generate the com-
pensation parameter P_, . . such that when the 1Q mis-
match compensator 100 compensates the baseband modu-
lation data x[n] with the compensation parameter P, ..,
the statistical independence of each signal component in the
feedback transmitted RF signal S, ,,,, 1s increased or maxi-
mized and statistical dependence therebetween is reduced or
minimized. The statistical measure represents the statistical
correlation between signal components in the transmitted RF
signal Sy .

In some implementations, the receiver 12 uses the
received RF signal Sz ,, to perform receiver IQ mismatch
compensation on the fly during the normal receiving opera-
tion. In other implementations, the receiver 12 performs the
receiver 1Q mismatch compensation only during the power-
on procedure or manufacturer testing.

The transceiver 1 according to the embodiment is adap-
tive to changes in the system environment, and capable of
providing 1Q mismatch calibration on the fly during the
normal operation of the transmitter 10 and receiver 12 to
account for the variation in the IQ mismatch due to the
system environment change. In some implementations, the
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transceiver 1 also incorporates a single tone 1Q mismatch
compensation during the power-on procedure to speed up
the compensation process, then performs the on the fly 1Q
mismatch compensation approach disclosed in the present
embodiment during the normal operation to account for the
system environment change. The single tone 1Q compensa-
tion utilizes the transmitter 10 to execute a baseband single
test tone and loop the outcome back to the baseband stage of
the receiver via the feedback path. The receiver then com-
pares the feedback baseband data with the sent baseband
single test tone to detect an 1Q mismatch therebetween,
which in turn is used to compensate for the 1Q imbalance in
the transmitter. The single tone 1Q compensation is executed
only once upon the startup of the transceiver system.

FIG. 2A illustrates a block diagram of an exemplary 1Q
mismatch compensator 2 according to an embodiment of the
invention, which can be implemented as the transmitter 1Q
mismatch compensator 100 for the transmitter IQ mismatch
compensation or the receiver mismatch compensator for the
receiver IQ mismatch compensation. The IQ mismatch
compensator 2 comprises a first complex multiplier 20, a
complex conjugate unit 22, a second complex multiplier 24,
and a complex adder 26. The first complex multiplier 20 and
the complex conjugate unit 22 in conjunction with the
second complex multiplier 24 are coupled together through
the complex adder 26. The transmitter 1Q mismatch com-
pensator 100 utilizes the first compensation parameter
P_,.p s 10 correct the IQ imbalance between the I-path and
Q-path of the transmitter 10. In the implementation in FIG.
2, the first compensation parameter P_,,, , comprises a
wanted signal parameter A, compensating for a wanted
signal component in the feedback transmitted RF signal
SxF o and an unwanted image signal parameter B, com-
pensating for an unwanted image signal in the fedback
transmitted RF signal S, ., resulting from the IQ mis-
match in the transmitter 10. The IQ mismatch compensator
2 receives an input signal S, to be compensated, extracts the
unwanted image component by the complex conjugate unit
22, adjusts the wanted signal component with the parameter
A, at the first complex multiplier 20 and unwanted image
signal with the parameter B, at the second complex multi-
plier 24, then combines the adjusted results by the complex
adder 26 to derive an compensated output signal S_,,.

FIG. 3A depicts a frequency spectrum diagram indicating
signal components before IQ mismatch compensation, com-
prises an wanted signal component 30 and an unwanted
image signal component 32 due to the 1Q imbalance, and
both signal components are present in an input signal Sin of
the 1Q mismatch compensator 2. The IQ mismatch compen-
sator 2 is adapted to remove the image signal component 32
by maximizing the statistical independence of each data in
the transmitted RF signal Sz ., resulting in a compen-
sated signal as shown in FIG. 3B, which depicts a frequency
spectrum diagram indicating the wanted signal component
30 after IQ mismatch compensation by the IQ mismatch
compensator 2.

Please refer to FIGS. 2B and 2C, further detailing signal
components in the signals S,,, ;and S, , in the IQ mismatch
compensator 2 respectively. The to-be-compensated signal
S,,, in FIG. 2A includes one wanted signal component and
one image signal when the system is IQ imbalanced. Refer
to FIG. 2B, the signal S,,, or S;, ;is the combination of two
signals, the wanted signal component S22 and image signal
component S20. Now turn to FIG. 2C, the conjugate form of
the S, , ie. S, , in FIG. 2A, also includes one wanted
signal component S20 and one image signal component S22.
The 1Q imbalance compensation in the embodiment com-
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bines the products AS,, ; and B,SS,, , from the top and
bottom paths to produce the compensated signal S, which
contains only wanted signal components therein. By utiliz-
ing statistical signal processing algorithms such as whiten-
ing, independent component analysis, and source separation
methods, or the likes, the compensation parameters A, and B,
can be computed such that the S,,=AS,, +BS, , only
includes wanted components.

FIG. 2D is a flowchart detailing a transmitter 1Q calibra-
tion algorithm Al according to an embodiment of the
invention, incorporating the transceiver 1 in FIG. 1 and the
1Q mismatch compensator 2 in FIG. 2A. Upon initialization
of the transmitter 1Q calibration algorithm A1, the compen-
sation parameter P, ,, comprising a first parameter A, and
a second parameter B, is reset such that the first parameter
A, is 1 and the second parameter B, is 0. In Step S100, the
transmitter IQ mismatch detector 134 estimates the signal
parameters A, and B, based on the received baseband signal
y[n] according to the statistical signal processing algorithms
disclosed in the preceding paragraphs to generate estimated
signals parameters A, and B, (5100). The transmitter 1Q
mismatch compensator 100 then compensates the modula-
tion signal x[n] with the estimated compensation parameters
A/ and B, to output a compensated signal z[n] (S102). The
transmitter 1Q mismatch compensator 100 determines the
scale factor y,, by evaluating the cross-correlation between
the baseband modulation signal x[n] and the IQ mismatch
compensated modulation signal z[n] by the relationship
v~B{z[n]x*[n]} (S104). The transmitter [Q mismatch com-
pensator 100 then updates the transmitter compensation
parameters A, and B, according to the estimated compensa-
tion parameters A and B, and the scale factor y,, (S106) by:

Eq. (1)

Eq. (2)

where v,, is the scale factor;

A, and B, are previous compensation parameters for the
wanted and unwanted signal components;

A, and B, are the estimated compensation parameters for
the wanted and unwanted signal components from the
transmitter 1Q mismatch detector 134; and

A, and B, are updated compensation parameters for the
wanted and unwanted signal components.

FIG. 4 is a block diagram of an exemplary 1Q mismatch
compensator 4 according to another embodiment of the
invention, which can also be implemented for the transmitter
or receiver 1Q mismatch compensation in FIG. 1, and
comprises a complex conjugate unit 40, a complex multi-
plier 42, and a complex adder 44. In the implementation in
FIG. 4, the first compensation parameter P.,,,,, , comprises
an unwanted image signal parameter C,, which compensates
for the unwanted image signal in FIG. 3A due to the IQ
mismatch. The wanted signal component of the input signal
Sin is passed along the top path of the circuit 4, while the
unwanted image signal component is processed along the
complex conjugate unit 40 and the complex multiplier 42.
The unwanted image signal of the input signal Sin is
extracted by the complex conjugate unit 40, and reduced or
removed at the complex multiplier 42 using the parameter
C,. The result thereof is combined with the wanted signal
component by the complex adder 44 to derive the compen-
sated output signal S_,,,.
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FIG. 5 is a flowchart of an exemplary 1Q mismatch
compensation method 5 according to an embodiment of the
invention, incorporating the transceiver 1 for the direct
conversion architecture in FIG. 1. The transceiver 1 is
initialized to transmit and receive the communication data
upon startup (S500), compensates for the receiver 1Q mis-
match by the on the fly IQ compensation approach or
external test tone (S502), performs the transmitter 1Q mis-
match compensation on the fly for the transmitter 10 via the
compensated receiver circuit 12 (S504). The transmitter 1Q
mismatch compensation on the fly comprises compensating
for the initial phase mismatch between the transmitter 10
and receiver 12 by applying a scale factor to the baseband
modulation signal x[n]. Next, the transceiver 1 checks
whether the system environment thereof is changed to
determine whether another round of the IQ mismatch com-
pensation on the fly is in need (S508). If so, the IQ mismatch
compensation method 5 returns to step S504 to perform the
on-the-fly IQ mismatch compensation for the transmitter 10,
and continues monitoring for any system environment
change if otherwise (S508). Although the IQ mismatch
compensation method 5 returns to step S504 to recalibrate
the transmitter 1Q mismatch upon detecting the system
environment change in Step S508, in some embodiments,
the compensation method 5 may go back to Step S502
instead and execute both the receiver and transmitter 1Q
compensation on the fly once again. In some implementa-
tions, the receiver 12 may incorporate the single tone 1Q
mismatch compensation procedure disclosed in FIG. 1 and
a single test tone from an external signal generator (not
shown) to perform the receiver IQ imbalance compensation
in Step S504. In other implementations, the receiver 12
adapts the on-the-fly IQ compensation procedure using the
received modulation signal Sin under normal operation to
determine and compensate for the receiver 1Q mismatch
therein, i.e., the receiver 12 processes the received modu-
lation signal Sin along the transmitter path to derive a
discrete time-domain baseband signal and performs a sta-
tistical independence analysis on the discrete time-domain
baseband signal to determine a receiver 1Q compensation
parameter, which in turn is used to reduce or remove the
receiver 1Q mismatch. The detailed receiver on-the-fly 1Q
compensation procedure is explained in FIG. 6. The detailed
transmitter on-the-fly 1Q compensation procedure is pro-
vided in FIG. 7. The mismatch detector in the receiver 12
determines the scale factor based on the baseband modula-
tion signal x[n] and compensated baseband modulation
signal z[n]. The detailed initial phase mismatch compensa-
tion procedure is disclosed in FIG. 8.

FIG. 6 is a flowchart of an exemplary 1Q mismatch
compensation method 6 for a receiver according to an
embodiment of the invention, incorporated in the step S502
in FIG. 5. The receiver 1Q mismatch compensation method
6 incorporates the transceiver 1 in FIG. 1. Upon startup, the
receiver 12 is initialized for retrieving RF modulation sig-
nals from an air interface (S600). When the antenna receives
the RF modulation signal Sin during the normal operation,
the receiver 12 performs down-conversion, filtering, and
translating the modulation signal into discrete time-domain
to generate baseband modulation signal y[n] for subsequent
signal processing (S602). Next, the receiver 1Q mismatch
detector in the receiver 12 obtains the discrete baseband
modulation signal y[n] to determine the receiver 1Q com-
pensation parameter P, .. based on the statistical inde-
pendence of each baseband modulation signal y[n] (S604),
the receiver 1Q mismatch compensator in the receiver can
compensate for the receiver 1Q imbalance on the fly accord-
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to

ing to the receiver IQ compensation parameter P, ..
reduce or minimize the statistical correlation between each
discrete baseband modulation signal y[n] (S606). The
receiver 1Q compensation method is then completed and
exited (S608). The receiver IQ mismatch compensator can
be implemented by the circuits in FIG. 2 or FIG. 4. The
receiver 12 utilizes the method 6 to calibrate the receiver 1Q
imbalance on the fly, providing updated IQ imbalance cali-
bration without disrupting the normal operation of the
communication device.

FIG. 7 is a flowchart of an exemplary 1Q mismatch
compensation method 7 for a transmitter according to an
embodiment of the invention, explaining the detailed trans-
mitter IQ compensation procedure in Step S504 in FIG. 5.
Upon startup, the receiver 12 is initialized for transmitting
RF modulation signals (S700). The transmitter 12 receives
the baseband modulation signal x[n] to perform the fre-
quency up-conversion thereon to generate the transmitted
RF signal Sz . on the fly for transmission or IQ imbalance
calibration (S702). The baseband modulation signal x[n]
may be the modulation data for transmission under the
normal operation mode, or a predetermined modulation data
x[n] with a predetermined length [, each modulation data in
the sequence is statistically independent to one another. The
predetermined modulation data may be generated by a signal
generator (not shown), which may be realized by a memory
module (not shown) and a digital modulator (not shown)
feeding the generated modulation data x[n] to the transmitter
1Q mismatch compensator 100. The memory module may
store a predetermined test pattern with length [ and the
digital modulator converts the predetermined test pattern to
the predetermined modulation data. The transmitted RF
signal Sg ., is fed back through an internal path (attenu-
ator 18) to the receiver 12, which subsequently down-
converts, filters, and digitizes the transmitted RF signal
Sk ous t0 produce the discrete baseband modulation signal
y[n] (S704), which is passed to the transmitter IQ mismatch
detector 134 to determine the transmitter 1Q compensation
parameter P,,,, ,. based on the statistical independence of
each baseband modulation signal y[n] (S706). Next, the
transmitter 1Q mismatch compensator 100 receives the
transmitter 1Q compensation parameter P_,,,, ., to compen-
sate for the transmitter IQ imbalance on the fly (S708),
thereby reducing or minimize the statistical correlation
between each discrete baseband modulation signal y[n]. The
receiver 1Q compensation method is then completed and
exited (S710). The receiver IQ mismatch compensator can
be implemented by the circuits in FIG. 2 or FIG. 4.

In one embodiment, the receiver 1Q mismatch compen-
sator 134 is implemented by the circuit 2 in FIG. 2, deploy-
ing the wanted signal parameter A, adjusting for the wanted
signal component and the unwanted image signal parameter
B, adjusting for the unwanted image signal component.
During the initialization, the A, is set to 1 and B,is 0, i.e., no
compensation for the unwanted image signal component is
performed. After the transmitter IQ compensation parameter
Pomp_« 18 determined by the transmitter IQ mismatch detec-
tor 134, the wanted signal parameter A, and unwanted signal
parameter B, are updated by A, and B, respectively to
remove the unwanted signal component accordingly. Each
time when the system environment of the wireless commu-
nication device changes, the 1Q mismatch detector 134
determines a new set of parameters A, and B, to adaptively
correct the new IQ imbalance arising from the system
environment change.

FIG. 8 is a flowchart of an exemplary initial phase
mismatch compensation method 8 for a transceiver accord-
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ing to an embodiment of the invention, incorporated in Step
S606 in FIG. 6. The transmitter IQ mismatch compensator
100 also compensates for the initial phase difference
between the modulation and demodulation frequencies. The
initial phase compensation is performed after the completion
of'the IQ mismatch compensation. Upon startup of the initial
phase compensation method 8 (S800), the transmitter 1Q
mismatch compensator 100 estimates compensation param-
eter A, and B, to derive the IQ compensated signal z[n]
(S801) and determines a scale factor y, according to the
original baseband modulation signal x[n] and the IQ mis-
match compensated modulation signal z[n] (S802). In some
implementations, the transmitter 1Q mismatch compensator
100 determines the scale factor y, by evaluating the cross-
correlation between the baseband modulation signal x[n]
and the IQ mismatch compensated modulation signal z[n],
ie., y=E{z[n]x*[n]}. Next the transmitter IQ mismatch
compensator 100 updates the transmitter compensation
parameter according to the scale factor vy, as well as param-
eters A, and B, (S804), Thus, completing the initial phase
mismatch compensation method 8 (S806). In some embodi-
ments, the transmitter 1Q mismatch compensator 100 is
implemented by the circuit in FIG. 2, and the transmitter
compensation parameter comprises the wanted signal
parameter A, adjusting for the wanted signal component and
the unwanted image signal parameter B, adjusting for the
unwanted image signal component. The computation pro-
cedure of the compensation parameters A, and B, can find
reference in the preceding paragraphs for FIG. 2D, thus the
details thereof will be omitted here for brevity.

FIG. 9A is a block diagram of an exemplary transceiver
9 according to another embodiment of the invention. The
transceiver 9 can be used in both the zero-IF and low-IF
architectures. Reference to the zero-IF operation can be
found in the preceding paragraphs and will not be explained
here for brevity. The operation of the low-IF transceiver 9 is
similar to the zero-IF transceiver 1 but requires full image-
reject mixers for up-conversion and down-conversion.
When low IF architecture is utilized, two stages of frequency
conversion are performed by the transceiver, with an inter-
mediate frequency (IF) being an intermediate stage of trans-
forming the frequency of the modulation signal between the
baseband frequency and the RF frequency. Typical values
for the IF are between a few hundreds of kilohertz and few
megahertz. The digital down-conversion is performed in the
digital domain such that a high degree of image rejection can
be maintained. The transceiver in FIG. 9A may be imple-
mented in a communication device for a TDD communica-
tion system including WIMAX, WiFi, bluetooth,
TD-SCDMA, or TD-LTE system, and requires two oscilla-
tors to provide a first oscillation signal and a second oscil-
lation signal to the transmitter 900 and the receiver 902.

In the case of the zero-IF architecture, the first and second
local oscillators provide first and second oscillation signals
with substantially the same oscillation frequency to the
transmitter and receiver respectively. In the case of the
low-IF architecture, the first and second local oscillators
provide the first and second oscillation signals with a
frequency difference therebetween to the transmitter and
receiver, with the first oscillation frequency of the first
oscillation signal exceeding the second oscillation frequency
of'the second oscillation signal. Instead of compensating the
1Q mismatch for the transmitter and the receiver in separate
1Q compensation procedures, the transceiver 9 performs a
joint on-the-fly transmitter/receiver 1Q calibration that
reduces or removes the effect of IQ mismatch from both the
transmitter 900 and receiver 902 by the IQ mismatch detec-
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tor 901, the receiver IQ mismatch compensator 90214, and
the transmitter 1Q mismatch compensator 90000. The 1Q
mismatch detector 901 detects the transmitter and receiver
1Q imbalance and determines first and second compensation
parameters to compensate for the IQ imbalance. The
receiver 1Q mismatch compensator 90214 receives the first
compensation parameter P, ., for the receiver IQ compen-
sation, and then the transmitter 1Q mismatch compensator
90000 obtains the second compensation parameter S_,,, >
for the transmitter 1Q compensation. Like the transceiver 1,
the transceiver 9 executes the joint 1Q mismatch compen-
sation on the fly so that the IQ imbalance of the transmitter
900 and receiver 902 can be corrected without interruption
to the normal operations of the communication device. The
1IQ mismatch detector 901 may be implemented by the
principle similar to transmitter IQ mismatch detector 134 as
detailed in the description of the zero-IF transceiver 1
according to the embodiment. The receiver IQ mismatch
compensator 90214 and the transmitter I1Q mismatch com-
pensator 90000 can be implemented by the compensator
circuit in the FIG. 2 or the FIG. 4.

FIG. 9B is a flowchart of a TX/RX IQ calibration algo-
rithm A9 according to an embodiment of the invention,
incorporating the transceiver 9 in FIG. 9A. Upon initializa-
tion of the transmitter 1Q calibration algorithm Al, the
transmitter compensation parameter P, , and the
receiver compensation parameter P, .. are reset. The
transmitter compensation parameter P_,, ., comprises a
wanted signal parameter A, and an image signal parameter
B,. Similarly, the receiver compensation parameter P_, .,
comprises a wanted signal parameter A, and an image signal
parameter B,. During the initialization, the signal parameter
A,and A are set to 1 and the image signal parameter B, and
B, are set to 0. The IQ mismatch detector 901 determines the
receiver 1Q mismatch according to the a first statistical
measure of the baseband signal yzz[n] and generates the
receiver compensation parameters A, and B, (S900). Thus
the receiver IQ mismatch compensator 90214 can compen-
sate the baseband signal yzz[n] using compensation param-
eters A, and B, to output a receiver compensated signal z [n]
(S902). Next, the 1Q mismatch detector 901 down-converts
the receiver compensated signal z[n] by the frequency
difference between the transmitter and receiver frequencies
(S904) to produce an down-converted signal zn], deter-
mines a second statistical measure of signal components in
the down-converted signal 7, [n], and further determines the
transmitter compensation parameters A, and B, based on the
down-converted signal z,n] (S906). The transmitter 1Q
mismatch compensator 90000 then compensates the modu-
lation signal x[n] using the transmitter compensation param-
eters A, and B, to output the compensated signal z,[n] (S908).
The transmitter 1Q mismatch compensator 90000 deter-
mines the scale factor vy, by evaluating the cross-correlation
between the baseband modulation signal x[n] and the 1Q
mismatch compensated modulation signal z,[n] by the rela-
tionship y,, =E{z,[n]x*[n]} (S910). The transmitter IQ mis-
match compensator 90000 updates the transmitter compen-
sation parameters A, and B, according to the estimated
compensation parameters A, and B,' and the scale factor y,,
(S912) by Eq. (1) and Eq. (2) as disclosed in FIG. 1B (S912).
The receiver 1Q mismatch compensator 90214 updates the
receiver compensation parameters A, and B, according to the
estimated compensation parameters A and B, by the fol-

lowing (S912):
A =A,'4,+B,.'B,* Eq. (3)

B=B,'4,*+4,'B, Eq. 4
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where v, is the scale factor;

A, and B, are previous receiver compensation parameters;

A/ and B/ are the estimated receiver compensation
parameters; and

‘A, and B, are updated receiver compensation parameters.

When performing the joint IQ mismatch compensation, a
modulation signal is executed by the transmitter 900, then
looped back through the internal feed path via the attenuator
904 to the receiver 902 (loop-back circuit), and processed by
the receiver 902. Since both the transmitter 900 and receiver
902 have 1Q mismatch, the modulation signal is affected by
both the transmitter and receiver 1Q mismatch as the modu-
lation signal is processed along the transmitter and receiver
paths. Consequently the transceiver 9 needs to reduce or
remove the transmitter and receiver 1Q mismatch on the
signal path. FIGS. 10A, 10B, and 10C show frequency
spectrum diagrams indicating signal components of the
modulation signal at different stages of the TX/RX IQ
calibration algorithm A9, where the vertical axis represents
power spectral density (PSD) in dB/Hz and the horizontal
axis represents spectrum frequency in Hz. After processed
by the receiver 902 (FIG. 10A), the recovered modulation
signal yzz[n] comprises a first unwanted image signal S100
due to the receiver 1Q imbalance, a second unwanted image
signal S102 due to the transmitter 1Q imbalance, and the a
wanted signal S104. The low IF transceiver 9 removes the
first unwanted image signal S100 then the second unwanted
image signal S102 (FIG. 10B) to recover the wanted signal
S104 (FIG. 10C). The recovered modulation signal yz is
sent to the IQ mismatch detector 901 to obtain the receiver
1Q imbalance and generate the first compensation parameter
P_omp1 corresponding to the receiver IQ mismatch for cor-
recting the 1Q imbalance by the receiver IQ mismatch
compensator 924. After the receiver 1Q compensation, the
1Q mismatch detector 901 then determines the transmitter 1Q
mismatch based on the receiver 1Q compensated signal yz'
[n] and generate the second compensation parameter P>
corresponding to the transmitter IQ mismatch for the trans-
mitter 1Q mismatch compensator 900.

FIG. 11 is a flowchart of an exemplary joint TX/RX IQ
mismatch compensation method 11 according to another
embodiment of the invention, incorporating the low IF
transceiver 9 in FIG. 9A. The joint TX/RX IQ mismatch
compensation method 11 is identical to the 1Q mismatch
compensation 6 except that a joint IQ mismatch compensa-
tion is carried out to account for the transmitter and receiver
1Q mismatch in one procedure. Upon startup, the transceiver
10 is initialized to perform normal transmission and recep-
tion (S1100), and compensates for the transmitter and
receiver 1Q mismatch on the fly (S1102), monitors the
system environment for any change thereof (S1106), and
returns to step S1102 to recalibrate the IQ imbalance if there
is. Step S1102 may comprise removing the initial phase
mismatch between the transmitter and the receiver. The joint
1Q mismatch compensation procedure is detailed in FIG. 13.
In the joint on-the-fly 1Q mismatch method 11, both the
receiver and the transmitter 1Q imbalance can be calibrated
when the communication device is in normal operation, so
that the communication device can adaptively change the
compensation parameters thereof and correctly account for
the 1Q mismatch due to a change in the system environment
of the communication device.

FIG. 12 is a flowchart of an exemplary joint IQ mismatch
compensation method 12 according to another embodiment
of the invention, which is incorporated in the Step S1102 in
FIG. 11. Upon startup, the transceiver 9 is initialized for the
data transmission and compensation of 1Q imbalance in the

10

15

20

25

30

35

40

45

50

55

60

65

14

transmitter 900 and receiver 902 (S1200). The transmitter
900 executes the baseband modulation signal for the normal
transmission operation or a predetermined baseband modu-
lation signal along the transmitter path to output the trans-
mitted RF signal S, ,,, (S1202), which in turn is looped
back through an internal loop-back path via the attenuator
908, and processed along the receiver path in the receiver
902 (loop-back circuit) to derive a discrete time-domain
modulation signal yzz[n] (S1204) to be outputted to the 1Q
mismatch detector 901 (S1204). Refer to the FIG. 10A, the
discrete time-domain modulation signal yzz[n] comprises
unwanted signal components S100 and S102;, and the
wanted signal component S104. The receiver 1Q mismatch
compensation involves removing the signal component
S100 that comprises image signals deduced by the receiver
1Q mismatch. The IQ mismatch detector 901 determines the
receiver 1Q mismatch according to the a first statistical
measure of the modulation signal yzz[n] and generates the
first compensation parameter P..,,,,; correspondingly to out-
put to the receiver 1Q mismatch compensator 90214 for
compensation (S1206). The IQ mismatch detector 901 deter-
mines the statistical independence between receiver image
signal components S100 and the transmitter signal compo-
nents S102 and S104 to derive the first statistical measure
and computes the first compensation parameter P, , based
on the first statistical measure. The receiver 1Q mismatch
compensator 90214 then compensates for the I1Q mismatch
thereof using the first compensation parameter P, to
reduce or remove the receiver image signal component S100
from the modulation signal yzz[n] (S1208). After the
receiver 1Q compensation, the compensated modulation
signal yzz[n] now comprises the wanted signal component
S104 and the unwanted image signal component S102 that
needs to be suppressed, as illustrated in FIG. 10B. Thus, the
1Q mismatch detector 901 down-converts the compensated
modulation signal ygg[n] by the frequency difference
between the transmitter and receiver frequencies (S1210),
determines a second statistical measure of signal compo-
nents in the down-converted compensated modulation sig-
nal, and further determines a second compensation param-
eter P_,,,, based on the down-converted compensated
modulation signal (S1212). The IQ mismatch detector 901
down-converts the modulation signal yzz[n] to derive the
down-converted compensated modulation signal, such that
the 0 frequency falls in the middle of the unwanted image
component S102 and the wanted signal component S104.
The IQ mismatch detector 901 determines the statistical
independence between the unwanted image component
S102 and the wanted signal component S104 to derive the
second statistical measure and the second compensation
parameter P, ., corresponding thereto. Next, the second
compensation parameter P, . is sent to the transmitter 1Q
mismatch compensator 90000 to be processed to reduce or
remove the unwanted image signal component S102
(S1214), thereby completing the transmitter 1Q mismatch
compensation and exiting the joint 1Q mismatch compen-
sation method (S1216).

FIG. 13 is a block diagram of an exemplary transceiver 13
for a low-IF architecture according to another embodiment
of the invention. The transceiver 13 may be implemented in
a communication device for a TDD or a frequency division
duplexing (FDD) communication system including Asym-
metric Digital Subscriber Line (ADSL), Universal Mobile
Telecommunications System (UMTS), CDMA 2000, and
WiMAX systems in the FDD mode. In the FDD system, the
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communication devices communicate to one another
through uplink and downlink communication at different
frequencies.

The transceiver 13 is identical to the transceiver 9, except
that an additional feedback circuit is incorporated therein to
provide the internal loop-back path from the transmitter
1300 to the receiver 1302. The transceiver 13 is required to
provide uplink and downlink communication at different
frequencies. Thus, the feedback circuit is incorporated to
reduce signal coupling effect between the PA 130018 and the
LNA 130200. Since the transceiver 13 comprises a dedi-
cated receiver path on the top of the transmitter and the
loop-back path, a dedicated receiver 1Q imbalance compen-
sation for the receiver path is implemented to remove the 1Q
mismatch thereof before carrying out the joint IQ mismatch
compensation accounting for the transmitter and the loop-
back path. In comparison to the 1Q mismatch detector 901,
the 1Q mismatch detector 1301 further detects receiver 1Q
imbalance by computing a third statistical measure accord-
ing to the discrete time-domain baseband signal ygzz[n]
transformed from the received RF signal Sz ,, and deter-
mines compensation parameter P, , . for the receiver path
correspondingly, which is further received by the receiver 1Q
mismatch compensator 130213 to remove the receiver 1Q
compensation. The joint IQ compensation can be performed
upon completion of the receiver 1Q compensation. The 1Q
mismatch detector 1301 can be implemented by the prin-
ciple similar to the transmitter 1Q mismatch detector 134 as
detailed in the zero-IF transceiver 1 according to the
embodiment. The receiver IQ mismatch compensator
130213 and the transmitter 1Q mismatch compensator
130000 can be implemented by the compensator circuit in
the FIG. 2 or the FIG. 4. The receiver 1Q compensation and
the joint 1Q compensation can be performed on the fly so
that the IQ imbalance of the transmitter 1300 and receiver
1302 can be corrected while both are undergoing normal
operations.

FIG. 14 is a flowchart of an exemplary 1Q mismatch
compensation method 14 incorporated in low-IF architec-
ture according to another embodiment of the invention,
incorporating the low IF transceiver 14 in FIG. 14. The 1Q
mismatch compensation method 14 is identical to the 1Q
mismatch compensation 11 except that an additional
receiver 1Q compensation step S1402 is inserted before the
joint IQ mismatch compensation. In the IQ mismatch com-
pensation method 14, the 1Q imbalance on the receiver path,
the transmitter path, and the loop-back can be calibrated
when the communication device is in normal operation, so
that the communication device can adaptively change the
compensation parameters thereof and correctly account for
the 1Q mismatch due to a change in the system environment
of the communication device.

As used herein, the term “determining” encompasses
calculating, computing, processing, deriving, investigating,
looking up (e.g., looking up in a table, a database or another
data structure), ascertaining and the like. Also, “determin-
ing” may include resolving, selecting, choosing, establishing
and the like.

The various illustrative logical blocks, modules and cir-
cuits described in connection with the present disclosure
may be implemented or performed with a general purpose
processor, a digital signal processor (DSP), an application
specific integrated circuit (ASIC), a field programmable gate
array signal (FPGA) or other programmable logic device,
discrete gate or transistor logic, discrete hardware compo-
nents or any combination thereof designed to perform the
functions described herein. A general purpose processor may
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be a microprocessor, but in the alternative, the processor
may be any commercially available processor, controller,
microcontroller or state machine.

The operations and functions of the various logical
blocks, modules, and circuits described herein may be
implemented in circuit hardware or embedded software
codes that can be accessed and executed by a processor.

While the invention has been described by way of
example and in terms of the preferred embodiments, it is to
be understood that the invention is not limited to the
disclosed embodiments. To the contrary, it is intended to
cover various modifications and similar arrangements (as
would be apparent to those skilled in the art). Therefore, the
scope of the appended claims should be accorded the
broadest interpretation so as to encompass all such modifi-
cations and similar arrangements.

What is claimed is:

1. A transceiver capable of 1Q mismatch compensation,
comprising:

a transmitter circuit, configured to up-convert a modula-
tion signal on the fly to generate a first RF signal for
both radio transmission and 1Q mismatch determina-
tion, wherein the first RF signal is passed to an antenna
for radio transmission; and

a loop-back circuit, configured to receive the first RF
signal generated by the transmitter circuit, down-con-
vert the first RF signal, and then digitize the down-
converted first RF signal, the loop-back circuit com-
prising an IQ mismatch detector configured to receive
both the modulation signal and the down-converted
first RF signal, the IQ mismatch detector further con-
figured to determine a first IQ mismatch parameter
based on a first statistical measure of the digitized
down-converted first RF signal in relation to the modu-
lation signal,

wherein the transmitter circuit further comprises a trans-
mitter 1Q mismatch compensator that receives the
modulation signal and is configured to compensate for
first IQ mismatch in the transmitter circuit according to
the first IQ mismatch parameter determined by the 1Q
mismatch detector to generate an 1Q compensated
modulation signal.

2. The transceiver of claim 1, wherein the transmitter
circuit is configured to up-convert the modulation signal by
a first oscillation signal with a first oscillation frequency that
is substantially identical to a second oscillation frequency of
a second oscillation signal, which is used to down-convert
the first RF signal in the loop-back circuit.

3. The transceiver of claim 1, wherein the loop-back
circuit is further configured to receive a second RF signal
from an air interface, down-convert the second RF signal
and then digitize the down-converted second RF signal to
determine a receiver 1Q mismatch parameter based on a
second statistical measure of the digitized down-converted
second RF signal, and compensate for IQ mismatch of a
receiver path therein according to the receiver 1Q mismatch
parameter.

4. The transceiver of claim 1, wherein the transmitter
circuit is configured to up-convert the modulation signal
with a first oscillation signal comprising a first frequency,
and the loop-back circuit is configured to down-convert the
first RF signal with a second oscillation signal comprising a
second frequency, and the first oscillation frequency is
different from the second oscillation signal by a frequency
difference.

5. The transceiver of claim 4, wherein the loop-back
circuit is further configured to compensate for second 1Q
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mismatch in the loop-back circuit according to the first 1Q
mismatch parameter to generate a receiver 1Q compensated
signal, and down-convert the receiver IQ compensated sig-
nal with the frequency difference to determine the first 1Q
mismatch parameter based on a second statistical measure of
the down-converted receiver IQ compensated signal, and the
transmitter is configured to compensate for the first 1Q
mismatch in the transmitter circuit according to the second
1Q mismatch parameter to generate the 1Q compensated
modulation signal.

6. The transceiver of claim 1, wherein the transmitter
circuit is further configured to determine a scale factor
according to the modulation signal and the IQ compensated
modulation signal, and scale the IQ compensated modula-
tion signal with the scale factor.

7. The transceiver of claim 1, wherein the transmitter
circuit comprises:

a complex conjugate unit, for receiving the modulation

signal to generate a conjugate thereof;

a complex multiplier, for multiplying the conjugate of the
modulation signal by the first IQ mismatch parameter
to generate an 1Q compensation signal; and

a complex adder, for adding the modulation signal and the
1IQ compensation signal together to generate the 1Q
compensated modulation signal.

8. The transceiver of claim 1, wherein the first 1Q mis-
match parameter comprises a first parameter and a second
parameter, and the transmitter circuit comprises

a first complex multiplier, for multiplying the modulation
signal by the first parameter to generate a first 1Q
compensation signal;

a complex conjugate unit, for receiving the modulation
signal to generate a conjugate thereof:

a second complex multiplier, for multiplying the conju-
gate of the modulation signal by the second parameter
to generate a second 1Q compensation signal; and

a complex adder, for adding the first IQ compensation
signal and the second IQ compensation signal together
to generate the IQ compensated modulation signal.

9. The transceiver of claim 1, wherein the transmitter
circuit is further configured to up-convert a single tone
signal during startup of the transceiver for initial compen-
sation of the first IQ mismatch in the transmitter circuit.

10. A compensation method, performed by a transceiver
to compensate for IQ mismatch thereof, comprising:

up-converting a modulation signal to generate a first RF
signal for both radio transmission and 1Q mismatch
determination;

passing the first RF signal to an antenna for radio trans-
mission;

down-converting and digitizing the first RF signal;

directing the first RF signal to a loop-back circuit com-
prising an IQ mismatch detector configured to receive
both the modulation signal and the down-converted
first RF signal, the IQ mismatch detector further con-
figured to determine a first IQ mismatch parameter
based on a first statistical measure of the digitized
down-converted first RF signal in relation to the modu-
lation signal; and

compensating for first IQ mismatch in the transmitter
circuit comprises a transmitter 1Q mismatch compen-
sator that receives the modulation signal according to
the first IQ mismatch parameter to generate an IQ
compensated modulation signal.

11. The compensation method of claim 10, further com-

prising up-converting the modulation signal on the fly by a
first oscillation signal with a first oscillation frequency that
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is substantially identical to a second oscillation frequency of

a second oscillation signal, which is used to perform the step

of down-converting the first RF signal.

12. The compensation method of claim 10, further com-
5 prising:

receiving a second RF signal from an air interface;

down-converting and digitizing the second RF signal;

determining a receiver IQ mismatch parameter based on
a second statistical measure of the digitized down-
converted second RF signal; and

compensating for IQ mismatch of a receiver path therein

according to the receiver 1Q mismatch parameter.

13. The compensation method of claim 10, further com-
prising:

up-converting the modulation signal with a first oscilla-

tion signal comprising a first frequency; and
down-converting the first RF signal with a second oscil-
lation signal comprising a second frequency,

wherein the first oscillation frequency is different from the

second oscillation signal by a frequency difference.
14. The compensation method of claim 13, further com-
prising:
compensating for a second 1Q mismatch in the loop-back
circuit according to the first IQ mismatch parameter to
generate a receiver 1Q compensated signal;

down-converting the receiver IQ compensated signal with
the frequency difference to determine the first 1Q
mismatch parameter based on a second statistical mea-
sure of the down-converted receiver 1Q compensated
signal; and

compensating for the first IQ mismatch in the transmitter

circuit according to the second 1Q mismatch parameter
to generate the IQ compensated modulation signal.

15. The compensation method of claim 10, wherein the
compensating for the first IQ mismatch further comprises
determining a scale factor according to the modulation
signal and the IQ compensated modulation signal, and
scaling the IQ compensated modulation signal with the scale
factor.

16. The compensation method of claim 10, further com-
prising:

receiving the modulation signal to generate a conjugate

thereof;

multiplying the conjugate of the modulation signal by the

first IQ mismatch parameter to generate an 1Q com-
pensation signal; and

adding the modulation signal and the IQ compensation

signal together to generate the 1Q compensated modu-
lation signal.

17. The compensation method of claim 10, wherein the
first IQ mismatch parameter comprises a first parameter and
a second parameter, and the compensation method further
comprises:

multiplying the modulation signal by the first parameter to

generate a first IQ compensation signal;

receiving the modulation signal to generate a conjugate

thereof;

multiplying the conjugate of the modulation signal by the

second parameter to generate a second 1Q compensa-
tion signal; and

adding the first IQ compensation signal and the second 1Q

compensation signal together to generate the 1Q com-
pensated modulation signal.

18. The compensation method of claim 10, further com-
65 prising up-converting a single tone signal during startup of

the circuitry for initial compensation of the first IQ mis-

match in the transmitter circuit.
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19. A transceiver capable of 1Q mismatch compensation,

comprising:

a transmitter circuit comprising a transmitter [Q mismatch
compensator that receives a modulation signal, the
transmitter circuit configured to up-convert the modu- 5
lation signal to generate a first RF signal for both radio
transmission and 1Q mismatch determination, wherein
the first RF signal is passed to an antenna for radio
transmission and passed to a loop-back circuit for 1Q
mismatch determination concurrently, the loop-back 10
circuit, configured to receive the first RF signal gener-
ated by the transmitter circuit, down-convert the first
RF signal, and then digitize the down-converted first
RF signal, the loop-back circuit comprising an IQ
mismatch detector configured to receive both the 15
modulation signal and the down-converted first RF
signal, the IQ mismatch detector further configured to
determine a first IQ mismatch parameter based on a
first statistical measure of the digitized down-converted
first RF signal in relation to the modulation signal; 20

wherein the transmitter circuit is further configured to
compensate for 1Q mismatch in the transmitter circuit
according to the IQ mismatch parameter determined by
the loop-back circuit, and normal operation of the
transceiver needs not to be hindered, interrupted or 25
stopped when performing the IQ mismatch determina-
tion and compensation.
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